PRESTRESS
SERVICES

I NDUUSTRIETS

Lexington, Ky - Decatur, In - Melbourne, Ky - Columbus, Oh - Henderson, Ky
859.299.0461 - 260.724.7117 - 859.441.0068 - 614.871.2900 - 270.826-6244

AASHTO Type 4 I-Beam
Typical Section

— D/R 4—APR HANGERS SPACED FROM 2'-0" TO 4'-0" Ye (6” INCREMENTS)
ON EXTERIOR SIDE OF EXTERIOR BEAMS
(SUPPLIED BY CONTRACTOR)

METAL CLIPS SPACED AT 1'-0" OR 1'-3" %
(SUPPLIED BY CONTRACTOR)

SUPPORT ANGLE FOR METAL DECK

WELDED TO METAL CLIPS

(NOT BY PRESTRESS SERVICES)
r\:

3-/8"0x6” F—64 INSERTS (GALV)
(@ INTERIOR FACE OF EXTERIOR BEAMS)
OR
317 3-1"¢ SLEEVES
(@ INTERIOR BEAMS)
(@ INTERMEDIATE DIAPHRAGMS)

;~\ YB9x2’~0" ANCHOR BAR, THREADS

ARE ROLLED INTO BAR FOR 3/4"¢ THREAD.
BEND INTO POSITION AFTER ERECTION.
(SUPPLIED BY PRESTRESS SERVICES,
INSTALLED BY OTHERS)

34" ox4” F—64 INSERTS
26" ULTIMATE PULLOUT = 9,000 LBS

34" CHAMFER




